CARROLLIS WOODCRAFT SUPPLIE

Your one stop shop for all your woodcraft supplies

66 Murradoc Road, Drysdale 3222, 03 5251 3874,
carrolls@pipeline.com.au, WWW.CWS.au.com

LONGWOOD PEN KIT

Kit Features:

+ Heavy 24 kt gold plating with epoxy coating.

* Smooth twist operation.

+ Made to match as a set with the Longwood Pencil components.
+ Contemporary clip design

¢ Designed to show maximum wood exposure.

¢ Uses Cross™ style refill with locking twist mechanism.

* Overall length: 5 /3"

Required Accessories:

* Tmm long mandrel 15174

+ 3 piece bushing set - 15706

+ T mm drill bit- 08200

+ Tmm barrel trimmer :

+ 2 part epoxy glue or insta-cure (cyanoacrylate) -

Diagram A: PEN PARTS
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MNotes:
+ If you are using the rubber gripper supplied, skip all references to placing the wood on the first short tube.
+ Use pre-drilled blanks to avoid drilling through a 3" long blank.

PREPARING THE BLANKS

+ Use 5/8" square pen blanks (or pre-drilled super blanks to avoid the drilling process)
+ Cut a blank 3-1/16" in length for the longer tube.
+ Cut a blank to the length of the short tube {add /32" for squaring off)

+ Drill a Tmm hole, lengthwise through each blank.

+ Spread glue over both the tubes. Insert the tubes into the blanks with a twisting motion to spread the glue
evenly inside. Center the shorter tube lengthwise in its blank.

+ Push the longer tube into the long blank, just below the surface of the end to allow for trimming. There will
be a section of this blank without a tube inside. Do not allow any glue to coat the inside of this blank where
there is no tube.

* When the glue dries, use a barrel trimmer to square the ends of each blank, taking the wood down flush to
the brass tube. Reduce the size of the long blank to 3".



Bushings 15706



